Note: It is essential that construction materials 
are selected carefully. 

Tile 

We recommend 3/8" thick tile. Provide a sample of 
the tile selected to your carpenter, plumber, and tile 
contractor. Communication between these contractors 
is very important in achieving a proper installation. 

Underlayment 

We recommend an underlayment of water-resistant 
tile backer board over a 3/4" minimum thickness 
exterior grade plywood. Do not use flakeboard, 
interior grade plywood, or other materials that are not 
water resistant. 

Sink Installation 

Note: Do not attempt to tile the countertop before 
setting the sink in place. Once the sink is set, 
adjustments can be made, if required, to compensate 
for variations in sink or tile dimensions. 

Determine the location of the sink and reference the 
appropriate rough-in information on the back of this 
page for your specific model. Lay out your cutout 
using the illustration below as a guide. 
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Once the cutout is made, set the sink in place. 

Important Note: Once the sink is set in place, use 
a tile sample to determine if it will be necessary to 
shim the sink or rout the underlayment for a 
smooth transition to the tile. Remember that the 
tile adhesive will raise the tile slightly. The sink is 
designed so that when installed it should sit flush 
with or slightly below the surface of the tile. 

Do not use grout between the tile and sink. Use 
latex or silicone sealant only. 

Setting the Tile 

If at all possible, lay out the tile so that there will be a 
minimum of cut edges adjoining the sink. Cut edges 
often are sharp and do not make the smoothest, most 
attractive transition. This is especially true if the sink 
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INSTALLATION INSTRUCTIONS 



Read ALL instructions carefully before 
beginning installation. 




is slightly lower than the tile. If cut edges must adjoin 
the sink, make sure that the sharp edges have been 
smoothed. 
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The joint between the sink 
and the tile should be filled 
with a latex or silicone 
sealant, rather than grout. 
Grout can be cracked by 
vibrations from a disposal. It 
can also absorb moisture 
and cause rust. 

Care and Cleaning 

Eljer® brand cast iron is extremely durable, although 
care must be taken in handling and cleaning. 
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IMPORTANT! Use of cleaners containing Hydrofluoric 
Acid will destroy the surface of the fixture and will void 
the warranty. Use of cleaners containing Sodium 
Hypochlorite and bleach should not be used, because 
over time these cleanerswill etch the surface of 
enameled cast iron products. Use of cleaners contain- 
ing these chemicals will void the warranty. 



To remove silver-wire or aluminum marks left from 
pots and pans, cans that contained food or bever- 
ages, or other marks from metal, we recommend a 
sprinkling of cleanser and a few drops of water be 
applied to the surface to make a paste. Leave the 
paste undisturbed for no longer than ONE minute, 
then scrub lightly with a soft cloth. The treatment may 
need to be reapplied. Rinse thoroughly with plenty of 
water and dry when complete. 
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